Karl Suss Gyrset RC-8

Manager: Edward Camacho  254-4853  Calls to staff phones will be automatically forwarded to their cell phones during accessible hours. At other times leave a message or send them an email.
Backup: Dan Woodie  254-4891
Backup: Garry Bordonaro  254-4936

Safety
-All users need to get CNF staff trained prior to tool usage.
-MSDS for all chemical used need to be reviewed
-There are chemical, electrical and mechanical dangers associated with tool operation.

Process Restrictions
Material Restrictions
- Materials Allowed in this Spinner:
  - P-20, KMPR, SU-8 2000, SU-8 3000, Cyclopentanone, Cyclotene, AP 3000
  - No Acetone!
  - No IPA!
  - No Methanol!

Parameter Restrictions
- Max closed bowl acceleration is 1000 RPM/sec
- Recipe number 9 off limits.
- Slots 1-8 are available for regular operations.
- Only CNF Staff can make changes to Slot 9 and Global tool settings.
- Maximum Substrate size is 4" and Maximum substrate thickness is 4mm.

Scheduling / Sign-up Restrictions
- None

Requirements (Do Every Time)
- Before and after use, run program 9 to clean the bowl.
- Make sure to leave the tool relatively clean for the next user.
- PICKUP AFTER YOURSELF.

Prohibitions (Never Do)
- NEVER run materials not allowed in the system

Common Problems

<table>
<thead>
<tr>
<th>Problem</th>
<th>Root Cause</th>
<th>Solution</th>
</tr>
</thead>
</table>

Other Comments or Cautions

Printed: 10/22/2007